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Please follow these instructions carefully! 

 
These brackets were designed to work with any lights that have a 5/16"  or 3/8" mounting stud that is at least 1.25" long.  
 
Besides purchasing bullet lights, you will also need to purchase a wiring harness. 
We recommend the Kuryakyn Universal Wiring & Relay Kit , Manufacturer part number: 2328 

 
Package Contents 
 

- 2 RH, 2 LH Light Brackets 
- 2 Chrome Top Plates 
- 4 button bead screws 1 ¼” long 
- 2 button head screws ¾” long (not shown) 
- 4 hex nuts 
- 2 rubber shock absorbers 
- 4 cap washers 
- 4 chrome plated caps 
- 2 “U” Brackets (not shown) 
- 4 5/16” washers (not shown) 

 
 
 
Tools you will need to provide: 

- 7/16” Wrench 
- 5/32” Allen Key 
- Bullet lights with 5/16” or 3/8” mounting stud 1.25” or longer. 
- Wiring harness 

 
 
 
Before proceeding with the installation instructions: 
 
Remember to handle the parts carefully. Remove them from the packaging with great care. Remember, if you 
scratch the mirror finish, you may not return the parts to us. We carefully inspect each cover for any defects 
before packaging. 
 
Please read over the entire installation process before beginning the installation.  
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General installation instructions:  
 
Depending on your fork type and the kit type you purchased, the brackets are designed to mount in one of three 
possible ways: 

Covered Forks���� Uncovered Forks���� Inverted Forks����

� � �

For forks that have decorative chrome 
covers, the brackets can be placed anywhere 

on the covers. 

Brackets are designed to wrap around the 
top of the lower fork case. In most forks, 
the mounting area (where the fork case is 
at its largest diameter) is just a little wider 
than the width of the mounting bracket. 

Brackets wrap around the fork case near the 
lower triple tree bracket. Be careful not to 
mount them too low, or when the fork is 

compressed, the deflector cover mounted to 
the lower part of the fork may hit the 

mounting brackets. 
 
When mounting the brackets to bikes with inverted forks, measure up from the deflector shield according to the 
amount of fork travel your bike has (usually less than 6 inches), and make sure the brackets are mounted above 
this distance. 
 
Extremely Important! : When deciding where to 
mount the lights on Covered or Inverted Forks, you 
must mount them high enough that they will not contact 
the fender when the suspension is compressed. For 
example, the Honda Shadow Aero has a very wide 
front fender, which requires that the lights be mounted 
at least 4.5 inches above the fender (as shown in the 
photo.) Use a tape measure to be sure that any part of 
the driving light, brackets, or screws that overlap the 
fender area (as seen from the front of overhead) are at 
least ½” higher than the amount of fork travel. On most 
bikes, this minimum distance will be about 4.5”. Also 
be sure that the cables going from the driving light 
housings will not touch the fender as well, or over time, 
you could get fine scratches in the paint. 
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In the photo of an installation on Covered forks, you will notice that the inside of the driving light housing 
overlaps the fender a little. (If you imagine the front forks compressing their full amount, then the fender will 
move up towards the driving light housing considerably.) If the brackets are not positioned so that this distance 
is at least 4.5”, when the forks compress (ex. you hit a good dip in the road). The driving light housing could 
make contact with the fender.  
 
When mounting the brackets to bikes with Inverted forks, the same rule applies. 
 
One technique that might be used to lessen this distance is to rotate the bracket a little away from the fender so 
that the driving light housing will not overlap the fender area. (Just be sure that the far side of the bracket and 
mounting screw will not make contact with the rear of the fender when the forks compress.) 
 
 
Important Bracket Sizing Information: Each bracket type is designed to fit a small range of different diameter 
forks. Before installing, check to see that the bracket fits around your fork. If it seems too tight, just spread it 
open a little using your hands. 
 
 
Installing the brackets: 
 
 
 
1. Using the ¾” long screws, assemble the brackets for mounting on 
the Right Fork. (Make sure to have the head of the screw as shown for 
this fork.) In some applications, you may need to use the 1 ¼” screws 
especially if the forks are at the high end of the diameter range for the 
brackets you purchased. 
 
Assemble the brackets for the Left Fork with the screw head on the 
opposite side. Screw the nut onto the screw about half-way as shown.  
 
 
 

 
2. Place the bracket assembly around the right fork cover about 
¼” or 3/8” above the bottom of the fork cover. Squeeze the 
brackets together as you insert one of the screws (with the cap 
washer inserted onto the screw) and add one of the nuts to the 
other side. 
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3. Insert the Top Plate so that the short lip tucks underneath the flange on the top of the bracket. Push the Top 
Plate forward until it is almost flush with the front of the bracket (there may be some resistance as you slide it 
forward). Clamp a set of taped vice grips or taped pliers onto the front of the bracket, then finish tightening the 
screw that brings the two halves together. Afterwards, install the rubber bumper in the hole. 

 
 
 
 
 
 
 
 
 
 
 

 
 
 
 
Now, tighten the rear screw until it feels snug. (The screw is tight enough if you grasp the bracket it should not 
easily turn.) 

 
 
 
Once the screws are tight, install the chrome screw covers by 
pushing them onto the cap washers. (They should kind of “snap” 
on.) 
 
 
 
 
 
 
 
 
 

 
 
4. Insert the light’s mounting stud into the bracket. (If the shoulder of the stud is smaller than ½” then slide one 
of the included 5/16” washers onto the stud before inserting into the bracket.) 
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5. Once the housing is in place, slide the “U” bracket onto the threaded stud. (You may have to squeeze it 
between your fingers to slide it up into the bracket.) Now add the nut that that came with your light and tighten 
against the “U” bracket until snug. (You may need the included 5/16” washer if the nut is too small for the hole 
in the “U” bracket.) 
 
 
 
 
 
 
 
 
 
 
 
 
If you are using the Kuryakyn wiring harness, you could use a piece of two-sided tape to secure it discretely to 
the top of the right fork cover. 
 
 
 
 
 
 
 
 
 
 
 
 
Aiming the Driving Lights  
 
Important: These lights are VERY BRIGHT. If you drive at night and have them aimed too high, you will make 
oncoming drivers mad! If one of those drivers is a police officer, he will no doubt pull you over and give you a 
ticket! 

One way to do an initial alignment is to face your bike head on to a wall. The 
center of the driving lights should be about 8” lower than the center of the 
headlight (if you placed them near the bottom of the fork covers.) 
Turn on the lights and measure the distance between the spots of light. Grasp the 
driving lights and turn from left to right or rotate top to bottom until they seem 
aligned. Now aim them down slightly if you have them connected to the LOW 
beam circuit. 
 
 

 
 
Care of the brackets: You may use any wax or polish that is safe for chrome-plated surfaces. 


